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DVD/CD REWRITER 



— INTERNAL ATAPI/E-IDE DRIVE 

EASY INSTALL Poster 



View the install video 
located on the included 
Disc Blender Software 
Suite disc. 

Install Macromedia Flash (provided on 
the included disc) if it's not installed on 
your computer already. 


How to Install Your New DVD Burner 




SHUT DOWN the 

computer and disconnect 
its power cable. 

1. Click Start, then select Shut Down. 
Wait while Windows shuts down. 

2. Unplug the computer's power cord 
and all other connected cables. 



Remove the computer's 
cover. 

1. Remove the screws or fasteners that 
attach the case cover to the computer. 
You may need a screwdriver. 

(^5^ NOTE: Computer designs vary. If unsure of 

how to remove the cover, consult your computer's 
User Manual. 

2. Carefully remove the case cover. 

3. Remove the front cover. 

NOTE: Some computer cases may not require the removal of the 
front cover. Consult your PC's User Manual to determine if this is 
necessary. 

4. Remove the cover plate from the unused drive bay 
into which you want to install your new drive. 
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Set the jumpers. 

For your new drive to function properly, its jumper must be set correctly. 


Before setting the jumper, determine if your PC is a Cable Select (CSEL) or a Master/Slave system. 

• If ANY device is set to CSEL (hard drive, CD-ROM, etc.), then your PC is a CSEL system. 

• If ANY device is set to Master or Slave (hard drive, CD-ROM, etc.), then your PC is a Master/Slave 
system. 


FOR CABLE SELECT (CSEL) SYSTEMS ONLY 

Some computers feature Cable Select (CSEL) functionality. In a CSEL system, the jumpers for all drives must be 
set to CSEL (rather than MASTER or SLAVE). If your computer doesn't have CSEL functionality, drive jumpers 
MUST NOT be set to CSEL. 

To use CSEL, you must have: 

• A computer that supports CSEL. 

• A special CSEL type IDE cable. 

If your computer is CSEL compatible, simply change your new drive's factory jumper setting to the CSEL 
position. It is not necessary to make any adjustments to your other devices. 

NOTE: The IDE cable included with your drive cannot be used for cable select (CSEL) configurations. 


For Master & Slave Systems Only 

If any device in your PC is set to Master or Slave, then you have a Master/Slave 
system as opposed to a CSEL system. Most computers have two IDE channels/cables: 
PRIMARY and SECONDARY. Your hard drive(s) is probably already connected to the 
Primary IDE cable. Typically, your new drive should be connected to the Secondary IDE 
cable as the MASTER device, and your old CD or DVD drive should be connected to the 
secondary cable as a SLAVE device. 

CHANGING YOUR EXISTING CD-ROM 
DRIVE SETTING TO SLAVE (if needed). 

1. Disconnect the power supply from the drive. 

2. Disconnect the IDE cable from the drive. 

3. Disconnect the audio cable from the drive. 

4. Remove the drive from your PC. 

5. Using your fingernails or needle-nose 
pliers, change the jumper to the new setting. 

6. Place the drive back into the computer. 

7. Reconnect the audio cable. 

8. Reconnect the IDE cable. 

9. Reconnect the power supply. 



(Locate the JUMPERS on the back of your drive.) 


Jumper Setting Examples 

Here are examples of correct jumper settings for some common system configurations. 
(There are many possible configurations, not all of which can be covered here.) Find an 
example that resembles your system configuration and use the same jumper settings. 

IF Any installed device is set to Cable Select (CSEL), 

THEN. ..Set your new drive's jumper to CSEL and connect it to the Secondary IDE cable. If absolutely 
neccessary, connect to the Primary IDE cable instead. 


IF The Secondary IDE cable has a DVD/CD-ROM or CD-RW drive connected as Master, 

THEN. ..Change the DVD/CD-ROM drive's jumper setting to Slave. Leave the TDK drive set as Master 
and connect it to the Secondary IDE cable. 

[Qr NOTE: If your old drive's IDE cable doesn't have an unused connector, replace the old cable with the IDE cable supplied with 
your new drive. The new cable can connect two devices. 


IF There is nothing connected to the Secondary IDE cable. 

THEN. ..If your system is the Master/Slave type, set your new drive's jumper to Master and connect it to 
the Secondary IDE cable. If your system is the Cable Select (CSEL) type, set your new drive's 
jumper to CSEL and connect it to the Secondary IDE cable. 


Insert Your New Drive into 
the Unused Bay. 

1. Carefully insert the drive into the bay. 

2. Using a Phillips head screwdriver, secure the drive into 
the drive bay with the included screws. 



Connect the Internal Cables. 

1. Connect the IDE cable. 

2. Find an unused power connector and attach it to the 
back of your new drive. 

3. Connect the audio cable (optional). 



no (RED stripe on the IDE cable must match 
with pin #1 on the back of your drive. 


Finish Setup. 

1. If removed, replace the computer's front cover. 

2. Replace the computer's case cover and secure it with the 
screws and/or fasteners. 

3. Plug in the computer and reattach all the cables you 
removed. 


• Peripheral cables (printers, etc.) 

• Modem cable 

• Monitor cable 

• Mouse & Keyboard cables 

• Power cable 



Start your computer. 

Turn on the computer. Setup should resume, 

finalizing your settings. The system should run normally. 
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Install the included software. 

1. Place the Disc Blender Software Suite disc into the 
open drive. 

2. Press the eject button to close the drive door. 

3. Follow the prompts to install the software. 

• Follow the same procedure to install additional software. 



Enjoy your new drive! 


IF YOU EXPERIENCE A PROBLEM, 
DO NOT RETURN THIS PRODUCT. 
PLEASE FOLLOW THESE STEPS: 

1. Read all product manuals and support materials on the 
included disc(s). 

2. If the problem persists, please go to TDK Web 
support: www.tdk.com/INDIsupport, where you can access 
many helpful FAQs, downloads, upgrades and manuals. 

3. If the problem still persists, please call TDK 
at 1 .800.835.8326. 

TDK is committed to its customers. We'll help you resolve 
the problem, or will supply instructions for returning the 
unit. Your input helps us continuously improve. 



HOW TO CONTACT US 

There are several ways to contact TDK's Technical Support Department: 

• Visit our Web site (www.tdk.com/INDIsupport) for answers to Frequently Asked Questions. 

• Send us email by filling out the form at www.tdk.com/INDIsupport. Click TECH SUPPORT to 
access the form. Include your telephone number and the hours during which you can be reached. 
Be as detailed as possible in describing your problem. Please include system configuration, 
hardware and software, as well as versions of drivers used. 

• Have your drive's serial number handy. 

SAVE YOUR BOX! 

Be sure to save the box after you have installed your TDK drive.The box and its packaging material 
were designed and drop tested to ensure that your drive can endure rough treatment and still arrive 
in working order. If you ever need to ship your drive back to us, it's best to send it packaged in the 
original box. We cannot assume liability for any damage your drive sustains during shipment. 
Therefore, please ship your drive in the safest manner possible. 


USA Support: 
www.tdk.com/INDIsupport 

1.800.835.8326 

Australian Users: 

techsupport@tdk.com.au 

1800 651 917 
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